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DEFERRED APPROVALS
- NONE

PROJECT DATA
SITE ADDRESS: CITY OF TURLOCK PUBLIC SAFETY FACILITY

244 N. BROADWAY
TURLOCK, CA 95380

CONSTRUCTION: - I-B
OCCUPANCY TYPE: - MIXED USE - A2, A3, B, I-3 & S-1
SPRINKLERED: - YES
NUMBER OF FLOORS: - 2 STORY

DEMO NOTES
DEMOLITION PLAN IS INTENDED TO AID CONTRACTOR IN DETERMINING THE EXTENT OF 
THE NECESSARY WORK.  IT DOES NOT NECESSARILY DEPICT THE ACTUAL, OR ALL OF 
THE DEMOLITION WORK.  CONTRACTOR IS RESPONSIBLE FOR ALL DEMOLITION WORK 
REQUIRED TO COMPLETE THIS PROJECT. CONTRACTOR TO STUDY THESE CONST. 
DOCUMENTS AND PERFORM A THOROUGH FIELD INVESTIGATION PRIOR TO BIDDING THE 
PROJECT. CONTRACTOR IS RESPONSIBLE FOR ANY AND ALL REQUIRED ENGINEERED 
SHORING FOR THE  PROJECT.

CONTRACTOR SHALL BE RESPONSIBLE FOR IDENTIFYING HAZARDOUS MATERIALS 
FOUND IN PROJECT AREA DURING DEMOLITION, SUCH AS ASBESTOS, LEAD PAINT, ETC.  
SEE GENERAL NOTES FOR FURTHER INFO.

PRIOR TO ANY DEMOLITION WORK, CONTRACTOR SHALL CONSULT WITH OWNER 
REGARDING (E) ITEMS OWNER MAY WISH TO KEEP.  THE CONTRACTOR IS RESPONSIBLE 
FOR DISCARDING ALL CONSTRUCTION DEBRIS. THE OWNER WILL REMOVE ALL 
FURNITURE AND ANY OTHER (NON-FIXED) ITEMS THEY WISH TO KEEP.  ALL DEMO'ED 
FIXTURES, EQUIPMENT, ETC. KEPT BY THE OWNER SHALL REMAIN ON SITE.

CONTRACTOR TO MAINTAIN DUST FREE ENVIRONMENT.  MAINTAIN THE REQUIRED FIRE 
RATING AT EXISTING CORRIDOR WALLS THROUGHOUT THE COURSE OF CONSTRUCTION. 
PROVIDE TEMPORARY WALLS REQUIRED BY FIRE MARSHALL.  PROVIDE POST 
BARRICADES AT WALLS, CEILINGS AND ATTICS TO PREVENT PUBLIC ENTRANCE TO 
CONST. AREA.

SEE STRUCTURAL, MECHANICAL, PLUMBING  AND  ELECTRICAL DRAWINGS FOR 
ADDITIONAL DEMOLITION THAT MAY BE REQUIRED.

CONTRACTOR TO PATCH, REPAIR AND PREP ALL (E) SURFACES (FLOOR, WALL & CEILING) 
RECEIVING NEW OR TOUCH UP FINISHES AS NEEDED.

CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL OF FINISHES AND/OR WALL 
BOARD AS REQUIRED FOR INSTALLATION OF ANY NEW ITEM(S). CONTRACTOR TO 
REPLACE, PREP, PATCH AND/OR APPLY NEW FINISH(ES) AS PER PLANS OR (E) 
CONDITIONS.

ALL (E) RATED ASSEMBLIES ARE TO REMAIN INTACT.  REPAIR AFTER DEMO WORK AS 
NECESSARY.

(E) PLUMBING (SEWER & WATER)  LOCATIONS ARE BASED UPON INFORMATION SUPPLIED 
BY OWNER. FIELD VERIFY ALL (E) PIPE SIZES  AND LOCATIONS. ADJUST WORK (AT NO 
ADDITIONAL COST)  AS NEEDED FOR ACTUAL FIELD CONDITIONS.

ALL (E) STRUCTURAL STEEL COLUMNS TO REMAIN (UON)

1.)

5.)

6.)

7.)

8.)

9.)

10.)

2.)

3.)

4.)

PROJECT DIRECTORY

PIRES, LIPOMI AND NAVARRO ARCHITECTS

PRINCIPAL ARCHITECT: GREG PIRES

1720 G STREET
MODESTO, CA 95354
P: 209.522.8900
(ENTER NAME)@PLNARCHITECTS.COM

ARCHITECT

PROJECT SCOPE
TO LOCATE AND ASSESS THE EXTENT OF WATER DAMAGE TO THE SPECIFIED AREA OF EXISTING 
BUILDING

FIRE RESISTIVE CONSTRUCTION REFERENCES:
FIRE RESISTIVE ASSEMBLIES INCLUDE, BUT ARE NOT LIMITED TO: BEAMS, FLOORS, 
ROOFS, COLUMNS, WALLS AND PARTITIONS, JOINT SYSTEMS, THROUGH 
PENETRATIONS, ELECTRICAL CIRCUIT PROTECTIVE SYSTEMS AND DUCT ASSEMBLIES.

CONTRACTOR SHALL MAKE READILY AVAILABLE ON SITE CURRENT VOLUMES OF THE 
UNDERWRITERS LABORATORY FIRE RESISTANCE DIRECTORY AND THE GYPSUM 
ASSOCIATION FIRE RESISTANCE DESIGN MANUAL AT ALL TIMES.

3.
A.

B.

SHOULD THE CONTRACTOR REQUIRE THE TEMPORARY DISCONTINUANCE OF ANY 
EXISTING UTILITY FOR SERVICE IN ORDER TO MAKE PROPER CONNECTION TO NEW 
CONSTRUCTION, HE OR SHE SHALL PROVIDE THE OWNER WITH 5 DAYS MIN. NOTICE 
AND SHALL NOT PROCEED UNTIL APPROVAL IS OBTAINED.

LEGAL EXITS SHALL NOT BE BLOCKED AT ANY TIME. ACCESS TO AREA OF WORK, 
INTERIOR AREA TO BE DESIGNATED AS WORK AREA, INTERIOR AND EXTERIOR AREA 
WHICH MAY BE USED FOR EQUIPMENT AND MATERIAL STORAGE AS WELL AS 
WORKING SPACE SHALL BE AS INDICATED BY INSTRUCTIONS FROM OWNER

CONTRACTOR SHALL PROVIDE CONSTRUCTION BARRIER THAT SHALL MAINTAIN 
REQUIRED FIRE RATINGS AS DEFINED BY CODE APPLICATION NOTICE (CAN) 
9-1401

C.

D.

E.

WORK: ALL WORK SHALL BE DONE IN A NEAT AND WORKMAN LIKE MANNER ACCORDING 
TO THE BEST TRADE PRACTICE BY THOSE SKILLED IN THE PARTICULAR TRADE, 
EQUIPMENT, FIXTURES, PIPING, ETC., SHALL BE PLUMB, LEVEL, SQUARE OR CENTERED 
ETC., EQUIPMENT TO BE INSTALLED IN STRICT COMPLIANCE WITH MANUFACTURERS' 
RECOMMENDATIONS.

9.

ANCHORS: WHEN INSTALLING DRILLED-IN ANCHORS AND/OR POWDER DRIVEN PINS IN 
EXISTING NON-PRESTRESSED REINFORCED CONCRETE, USE CARE AND CAUTION TO 
AVOID CUTTING OR DAMAGING THE EXISTING REINFORCING BARS. WHEN INSTALLING 
THEM INTO EXISTING PRE STRESSED TENDONS, USE A NONDESTRUCTIVE METHOD 
PRIOR TO INSTALLATION. EXERCISE EXTREME CARE AND CAUTION TO AVOID CUTTING OR 
DAMAGING THE TENDONS.

10.

PLANS: GENERAL CONTRACTOR SHALL MAKE AVAILABLE COMPLETE SETS OF APPROVED 
CONSTRUCTION DOCUMENTS TO HIS OR HER SUBCONTRACTORS FOR REVIEW. EACH 
SUBCONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING THE COMPLETE SET AND 
COORDINATING ITEMS WHICH PERTAIN TO HIS OR HER WORK WITH OTHER TRADES 
PRIOR TO COMMENCING WITH THE WORK.  MAKE SURE THE DRAWINGS YOU USE ARE 
APPROVED AND UP TO DATE.

11.

ACCESS: ALL VALVES, DETECTORS, FIRE AND SMOKE DAMPERS SHALL BE ACCESSIBLE.  
WHETHER OR NOT SHOWN ON PLANS AT EACH LOCATION.

12.

SCOPE OF WORK: IT IS NOT INTENDED THAT THE CONTRACT DOCUMENTS INCLUDE EACH 
AND EVERY SUBSYSTEM AND SUBCOMPONENT NECESSARY TO FULLY AND PROPERLY 
COMPLETE THE WORK. SUBSYSTEMS, SUBCOMPONENTS OR DETAILS REQUIRED OR 
NORMALLY INCLUDED AS TRADE PRACTICE MAY NOT BE SPECIFICALLY MENTIONED OR 
SHOWN.  NEVERTHELESS, CONTRACTOR SHALL BE RESPONSIBLE FOR EACH ELEMENT OF 
THE WORK.

14.

PATCHING: FIRE RATED ASSEMBLIES, INCLUDING FIREPROOFING, DAMAGED DURING 
CONSTRUCTION, MUST BE RESTORED TO THEIR ORIGINAL CONDITION. FIRE-RESISTIVE 
ASSEMBLIES, FIRE-RESISTIVE CONSTRUCTION, AND THE MEANS OF EGRESS MUST BE 
MAINTAINED IN ACCORDANCE WITH SECTION 1411 OF THE CALIFORNIA FIRE CODE.  WHEN 
IT IS NOT POSSIBLE TO MAINTAIN THE FIRE-RESISTIVE ASSEMBLIES, FIRE-RESISTIVE 
CONSTRUCTION AND/OR THE MEANS OF EGRESS, TEMPORARY CONSTRUCTION BARRIERS 
AND/OR A FIRE WATCH MUST BE PROVIDED IN ACCORDANCE WITH CFC 3304.5.
NOTE: ANY NEW WORK OR MODIFICATIONS BEYOND THE SCOPE OF THIS PROJECT WILL 
REQUIRE A SEPARATE PERMIT OR POST APPROVAL DOCUMENT.

15.

FIRE EXTINGUISHERS: NECESSARY 2A:10BC OR BETTER PORTABLE FIRE EXTINGUISHERS 
ARE PER SECTION 906, PART 9 (CFC). TITLE 24, CAC AND TITLE 19, CCR. AT REMODELS, 
PROTECT AND PROVIDE ADEQUATE CLEARANCES AROUND EXISTING EXTINGUISHERS 
CONSTRUCTION AS NECESSARY. ADDITIONAL FIRE EXTINGUISHERS, BY CONTRACTOR, 
MAY BE NEEDED CONSTRUCTION. PERMANENT FACILITIES REQUIRE A MINIMUM OF ONE 
PORTABLE FIRE EXTINGUISHER IN APPLICABLE BUILDINGS. LIMIT TRAVEL DISTANCE TO 75 
FEET. VERIFY LOCATION(S) WITH OWNER IF NOT ALREADY SHOWN ON PLANS. 
EXTINGUISHERS ARE REQUIRED IN ELEVATOR EQUIPMENT ROOMS. ACCESSIBLE 
PORTIONS SHALL NOT EXCEED 48" AFF. 20BC OR BETTER

16.

PRIOR TO COMMENCING WORK, CONTRACTOR SHALL COORDINATE WITH THE FACILITY 
REPRESENTATIVE FOR INFECTION CONTROL

17.

THERE SHALL BE NO EQUIPMENT STORED IN MEANS OF EGRESS PATH.

EQUIPMENT SHALL NOT BE LOCATED WITHIN THE MEANS OF EGRESS.

WORK TO BE PERFORMED IN SUCH A WAY TO MAINTAIN A 6'-0" MINIMUM CLEAR WIDTH
WITHIN THE MEANS OF EGRESS.

18.

19.

20.

1.

2. CODES: ALL WORK SHALL CONFORM TO THE FOLLOWING CODES. CONTRACTOR AND THEIR 
SUBCONTRACTORS SHALL HAVE WORKING KNOWLEDGE OF ALL CODES, REGULATIONS 
AND/OR STANDARDS APPLICABLE TO THEIR WORK. CONTRACTOR SHALL MAKE AVAILABLE 
LISTED CODES AT JOB SITE AT ALL TIMES.

2013 CALIFORNIA ADMINISTRATIVE CODE (CAC)
PART 1, TITLE 24, CALIFORNIA CODE OF REGULATIONS (CCR)

2013 CALIFORNIA BUILDING CODE (CBC)
PART 2, TITLE 24, CCR
BASED ON THE 2012 INTERNATIONAL BUILDING CODE (IBC)

2013 CALIFORNIA ELECTRICAL CODE (CEC)
PART 3, TITLE 24, CCR
BASED ON THE 2011 NATIONAL ELECTRICAL CODE (NEC)

2013 CALIFORNIA MECHANICAL CODE (CMC)
PART 4, TITLE 24, CCR
BASED ON THE 2012 UNIFORM MECHANICAL CODE (UMC)

2013 CALIFORNIA PLUMBING CODE (CPC)
PART 5, TITLE 24, CCR
BASED ON THE 2012 UNIFORM PLUMBING CODE (UPC)

2013 CALIFORNIA FIRE CODE (CFC)
PART 9, TITLE 24, CCR
BASED ON THE 2012 INTERNATIONAL FIRE CODE (IFC)

INTENT: "THE INTENT OF THE CONSTRUCTION DOCUMENTS IS TO PROVIDE TENANT
IMPROVEMENTS TO AN EXISTING BUILDING IN ACCORDANCE WITH THE 2013 
CBSC. SHOULD ANY CONDITION DEVELOP NOT COVERED BY THE APPROVED 
CONSTRUCTION DOCUMENTS, WHEREIN THE FINISHED WORK WILL NOT COMPLY WITH 
THE 2013 CBSC, A CHANGE ORDER DETAILING AND SPECIFYING THE REQUIRED WORK 
SHALL BE SUBMITTED TO AND APPROVED BY OSHPD BEFORE PROCEEDING WITH THE 
WORK." REFERENCE: (2013 CBC SECTIONS 107 AND 116)

WHERE FIRE RESISTIVE CONSTRUCTION AND/OR ASSEMBLIES ARE CALLED FOR IN THESE 
DOCUMENTS OR REQUIRED BY APPLICABLE BUILDING CODES OR STANDARDS, THEY SHALL BE 
INSTALLED IN STRICT ACCORDANCE WITH THE REFERENCED STANDARD. THE REFERENCED 
STANDARD SHALL ALSO TAKE PRECEDENCE OVER CONSTRUCTION DOCUMENTS EXCEPT 
WHERE CONSTRUCTION DOCUMENTS EXCEED THE MINIMUM REQUIREMENT. CONFLICTS 
BETWEEN THESE DOCUMENTS AND REFERENCED STANDARD SHALL BE BROUGHT TO THE 
ARCHITECT'S ATTENTION PRIOR TO INSTALLATION.

CONTRACTOR SHALL BE RESPONSIBLE FOR RESTORING EXISTING FIRE RESISTIVE ASSEMBLIES 
WHEN DAMAGED OR REMOVED DURING CONSTRUCTION.

C.

D.

SCHEDULING: COORDINATE ALL WORK AND CONSTRUCTION SCHEDULING WITH 
OWNER

4.

EXISTING CONDITIONS: ALL EXISTING CONDITIONS NOT SHOWN OR INDICATED ON 
THESE PLANS ARE TO REMAIN UNCHANGED. FIELD VERIFY EXISTING CONDITIONS AND 
ALL DIMENSIONS. ANY DISCREPANCY BETWEEN DRAWINGS AND ACTUAL WORK SHALL 
BE BROUGHT TO THE ATTENTION OF THE ARCHITECT FOR CORRECTION PRIOR TO 
COMMENCING WITH THE WORK.

5.

NEW FINISHES, GENERAL FLAME SPREAD: SPRINKLERED NON-ADMINISTRATION 
WALLS AND CEILINGS OF HOSPITALS SHALL BE A MINIMUM OF "B" RATED PER CBC 
TABLE 803.9. HOWEVER, SOME "C" RATED WAINSCOTS ARE ALLOWED AND "C" 
RATED ENCLOSED ADMINISTRATION ROOMS WALLS AND CEILINGS ARE ALLOWED 
BY EXCEPTIONS LISTED IN THAT TABLE. SUBMIT SAMPLE(S) OF FINISHES TO OSHPD 
AREA COMPLIANCE OFFICER FOR APPROVAL PRIOR TO INSTALLATION. HOSPITAL (I-2 
OCCUPANCY) INTERIOR FLOOR FINISHES IN VERTICAL EXITS, EXIT-ACCESS 
CORRIDORS AND ROOMS NOT SEPARATED FROM CORRIDORS SHALL BE HEAT FLUX 
RESISTANT CLASS "1" PER SECTION 804.4, PART 2, TITLE 24, CCR.

6.

INSULATION: ALL INSULATION MATERIALS, INCLUDING FACINGS, SUCH AS 
VAPOR BARRIERS OR BREATHER PAPERS INSTALLED WITHIN FLOOR-CEILING 
ASSEMBLIES, ROOF-CEILING ASSEMBLIES, WALLS, CRAWL SPACES OR ATTICS, 
SHALL HAVE A FLAME SPREAD RATING NOT TO EXCEED 25 AND A SMOKE 
DENSITY NOT TO EXCEED 450 WHEN TESTED IN ACCORDANCE WITH SECTION 
720, PART 2, TITLE 24, CCR.

7.

BUSINESS AS USUAL: CONTRACTOR IS HEREBY MADE AWARE OF THE "BUSINESS AS 
USUAL" POLICY OF THE FACILITIES.

8.

HOSPITAL EMPLOYEES, PATIENTS AND VISITORS SHALL HAVE UNOBSTRUCTED INGRESS AND 
EGRESS. 

A MINIMUM NOISE AND VIBRATION LEVEL SHOULD BE MAINTAINED DURING THE COURSE OF 
CONSTRUCTION SO AS NOT TO INCONVENIENCE THE HOSPITAL. SCHEDULE WORK ACCORDINGLY.

A.

B.

HAZMAT: CONTRACTOR IS RESPONSIBLE FOR IDENTIFYING EXISTING HAZARDOUS 
MATERIALS (THAT IS, ASBESTOS, LEAD PAINT, ETC.). SHOULD THE CONTRACTOR 
ENCOUNTER SUCH MATERIALS, CONTACT THE OWNER IMMEDIATELY FOR DIRECTIONS 
FOR REMOVAL AND DISPOSAL.

13.

AC ASPHALTIC CONCRETE
ACC ACCESSIBLE
AGG AGGREGATE
A/C AIR CONDITIONER
AL ALUMINUM
AB ANCHOR BOLT
@ AT
ABV ABOVE
AFF ABOVE FINISH FLOOR

BLK BLOCK
BLKG BLOCKING
BD BOARD

CB CATCH BASIN
CFCI CONTRACTOR 

FURNISHED & 
INSTALLED
CG CORNER GUARD
CLG CEILING
COL COLUMN
CONC CONCRETE
CMU CONCRETE MASONRY 

UNIT
CONT CONTINUOUS OR 

CONTINUE

DIAG DIAGONAL
DS DOWN SPOUT
DWGS DRAWINGS
* DIAMETER

ELECT ELECTRICAL
ELEV ELEVATION
EQ EQUAL
(E) EXISTING
EXH EXHAUST
EXT EXTERIOR

FOS FACE OF STUD
FLUOR FLUORESCENT
FIN FINISH
FLR FLOOR

PVMT PAVEMENT
PL PLATE
PLN PLAN
PLWD PLYWOOD

RAD RADIUS
RD ROOF DRAIN
RM ROOM
RR RESTROOM

SCH SCHEDULE
SHT SHEET
SIM SIMILAR
SPEC SPECIFICATION
SQ SQUARE
STD STANDARD
STOR STORAGE
SAT SUSPENDED 
ACOUSTICAL TILE
SYS SYSTEM

TEL TELEPHONE
THK THICK
T&G TONGUE & GROOVE
T.O.P. TOP OF PLATE (ELEV.)
TYP TYPICAL

UON UNLESS OTHERWISE 
NOTED

VCT VINYL COMPOSITIONAL 
TILE
VB VINYL BASE
V.I.F. VARIFY IN FIELD

WC WATER CLOSET
WP WEATHER OR WATER 
PROOF
WD WOOD
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GENERAL NOTES

SHEET INDEX
GENERAL SHEETS
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FD FLOOR DRAIN
FTG FOOTING
FND FOUNTATION

GA GAUGE
GALV GALVANIZED
GL GLASS OR GLAZING
GYP BD GYPSUM BOARD

HDR HEADER
HVAC HEATING/VENTILATION/

AIR CONDITIONING
HT HEIGHT
HORIZ HORIZONTAL
HB HOSE BIB

INT INTERIOR

JT JOINT

LB LAG BOLT
LAV LAVATORY
LT LIGHT

MAX MAXIMUM
MECH MECHANICAL
MTL METAL
MIN MINIMUM

NIC NOT IN CONTRACT
NTS NOT TO SCALE

OBS OBSCURE
OC ON CENTER
OFCI OWNER FURNISHED

CONTRACTOR 
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OR OPERATION ROOM
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REPLACE WATER DAMAGED CEILING TILES,  OPEN INDICATED WALLS 
TO VIEW INSULATION AND VERIFY EXTENT OF WATER INFILTRATION, 
VERIFY POTENTIAL DAMAGE TO GYP. BD AND BACK SIDE OF PLYWOOD. 
PATCH, REPAIR OR REPLACE ALL (E) GYP. BD. AS NECESSARY. 
TEXTURE AND PAINT TO MATCH EXISTING.

REPLACE WATER DAMAGED CEILING TILES, PULL EXISTING LIGHT 
FIXTURES AND VERIFY POTENTIAL DAMAGE - REPLACE AS 
NECESSARY, OPEN INDICATED WALLS TO VIEW INSULATION AND 
VERIFY EXTENT OF WATER INFILTRATION, VERIFY POTENTIAL DAMAGE 
TO GYP. BD. PATCH, REPAIR OR REPLACE ALL (E) GYP. BD. AS 
NECESSARY. TEXTURE AND PAINT TO MATCH EXISTING.

REPLACE WATER DAMAGED CEILING TILES, PULL EXISTING LIGHT FIXTURES ABOVE 
URINALS AND VERIFY POTENTIAL DAMAGE - REPLACE AS NECESSARY, OPEN 
INDICATED WALLS TO VIEW INSULATION AND VERIFY EXTENT OF WATER INFILTRATION, 
VERIFY POTENTIAL DAMAGE TO GYP. BD. PATCH, REPAIR OR REPLACE ALL (E) GYP. BD. 
AS NECESSARY. TEXTURE AND PAINT TO MATCH EXISTING.

REMOVE 10% OF WATER DAMAGED CARPET TILES AND INSPECT FOR 
POTENTIAL DETERIORATION OF CARPET ADHESIVE BONDING 
MATERIAL. VERIFY WITH MANUFACTURER POTENTIAL "LOSS OF LIFE" 
WITHIN THE WARRANTY OF PRODUCT

REPLACE WATER DAMAGED CEILING TILES, OPEN INDICATED WALLS TO VIEW 
INSULATION AND VERIFY EXTENT OF WATER INFILTRATION, VERIFY POTENTIAL 
DAMAGE TO GYP. BD. PATCH, REPAIR OR REPLACE ALL (E) GYP. BD. AS 
NECESSARY. TEXTURE AND PAINT TO MATCH EXISTING.

REPLACE WATER DAMAGED CEILING TILES, 

DASHED LINE INDICATES WALLS TO BE SPOT CHEKED, OPENED, AND VERIFIED OF WATER
DAMAGED INSULATION AND GYPSUM BOARD.  

ABOVE LOCKERS

A
B

O
V

E
 U

R
IN

A
LS

REMOVE AND RE-INSTALL EXISITNG FLOOR SINK FOR PROPER AND 
SECURE PLACEMENT AS INDICATED BY MANUFACTURERS 
INSTALLATION INSTRUCTIONS. CAULK AND SEAL AROUND ENTIRE 
EDGE, PULL UP FLOOR BASE AND VERIFY FLOOR SEAL,  OPEN 
INDICATED WALLS TO VIEW INSULATION AND VERIFY EXTENT OF 
WATER INFILTRATION, VERIFY POTENTIAL DAMAGE TO GYP. BD AND 
BACK SIDE OF PLYWOOD. PATCH, REPAIR OR REPLACE ALL (E) GYP. BD. 
AS NECESSARY. TEXTURE AND PAINT TO MATCH EXISTING.

REMOVE 10% OF WATER DAMAGED CARPET TILES AND INSPECT FOR 
POTENTIAL DETERIORATION OF CARPET ADHESIVE BONDING 
MATERIAL. VERIFY WITH MANUFACTURER POTENTIAL "LOSS OF LIFE" 
WITHIN THE WARRANTY OF PRODUCT, OPEN INDICATED WALLS TO 
VIEW INSULATION AND VERIFY EXTENT OF WATER INFILTRATION, 
VERIFY POTENTIAL DAMAGE TO GYP. BD. PATCH, REPAIR OR 
REPLACE ALL (E) GYP. BD. AS NECESSARY. TEXTURE AND PAINT TO 
MATCH EXISTING.

RE-GROUT FLOOR TILE WHERE NEEDED AND RE SEAL.
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 3/16" = 1'-0"1 PARTIAL FIRST FLOOR
 3/16" = 1'-0"2 PARTIAL SECOND FLOOR
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